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paper envelopes
one stream
up to (@ 30.000 cph

stacker for XL-size
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Project Specs

Upstream equipment

Paper envelope line, up to 30.000 cph

Main production(s)

Folded & glued paper envelopes for e-commerce,
up to a size of 380 x 600 mm

Configuration

Packaging stacker, fully automated including:
a Infeed section with laser counter

o Wide-body stacker for XL-sizes

o Turntable with stack compression

o High-speed servo pusher

o Easy lateral machine body displacement for
always centered copies at the stacker infeed
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p Stackerinfeed with controlled transport of the copiesin a p View of the delivery side of the stacker with its two-section
delivery table - a belt section and a roller section

shingled stream with upper belts
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p Rellable rugged & with a small footprint the RS 20SW stacker for paper envelopes delivered in a shingled stream
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p The shingled stream is securely held in place by the upper and lower belts. A laser counter ensures that the copy count is always correct.
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p Upper bin with high-speed copy separator - safe & reliable
separation of the shingled stream into layers

p Clean separation, minimum falling height and a side jogger
make sure that perfectly aligned layers are built in the upper bin
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p The turntable compensates the bundles and compresses them

p The servodriven pusher ejects the bundles and the delivery
belt is fully synchronized with the servo-pusher speed before ejection onto the delivery table



P RS 20SW packaging stacker | shingled products up to 30k cph

Rima

Atlanta

t

The turntable receives
layers from the upper bin.
The layers can optionally
be compensated for
increased stack stability.

The turntable has a "table-
up" option with two key
functions.

1) To compress the bundles,
making them more stable.

2) The second function is to
receive the layersin a
"table-up" position, which
minimizes the falling
height of the layers.

Both functions result in
well-aligned bundles.

Stack integrity is also
guaranteed during the
ejection process. The servo
pusher slowly approaches
and ejects the bundle onto
the delivery table, where
the delivery belt is fully
synchronized with the
pusher's speed.
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The well-aligned bundles
can be stacked manually
or processed further using
optional downstream
equipment, including
strapping, banding, boxing,
and palletizing
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p Nice bundles on a pallet - ready to be shipped

p Nice bundles on a pallet - ready to be shipped
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Special feature:
Lateral displacementon a
frame fixed to the floor

Reason / advantage:

All copies are centered at
the stacker infeed, even is
delivered of center from
the up-stream equipment
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